
VAKUM
DOCK STATION
#Security

COLLECT DATA FROM UP TO 8 BODY WORN CAMERAS SIMULTANEOUSLY
FAST CHARGING BODY WORN CAMERAS

SECURE AND QUICK DATA TRANSFERRING
USER INTERFACE WITH COLOURS AND SHAPES

LOG MANAGEMENT
UP 8 TB DATA STORAGE CAPACITY
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ODAKAN YAKA D Dock Station provides a simplified way to access and 
transfer data on body worn cameras.

Functions
• User Interface with Colors and Indicators

• Coloring of Availible (Empty) Ports
• Coloring of Data Transfer Process
• Coloring Indıcator Completion of Data Transfer
• Indicator for Body Worn Camera Charhing Status

• Retrieval of Date Information of Data and Serial Numbers of Cameras
• Resuming Data Transfer if Suddenly Interrupted
• Preventing Overwriting of Data on the Data and Charging Station

Data Collection
• Average Speed    : 35 MB/s

Appearance
• Dimension    : 477 x 385 x 167 mm
• Body Camera Support   : Up to 8 Body Cameras
• Button    : 1 × Power Switch

Hardware
• CPU    : Quad Core CPU
• Memory    : 128 GB SSD / 8 TB HDD
• Camera Charging Duration : 2 saat
• Operation System   : Windows 10, 64-bit 
       (Insided in the station)
• Power Consumption  : 240 W

Interface
• USB Interface  : 4 × USB 2.0 Type-A 
         (Phone, Tablet) : 4 x USB 3.0 Type-C
• Port Numbers  : 8 Ports
• Power Interface : 220VAC
• Network Inter. : 1 × 1000M Ethernet
• Screen Interface  : 2.4” TFT Screen
  (for Available Port,
  Charging, Data Transfer and
  Station Memory Status)

General
• Weight  : 7.5 Kg
• Working Temp. : Env.  +5 °C to +40 °C

Approvals
• EMC   : EN 55032 Class A, EN 55035,

EN 61000-3-2, EN 61000-3-3, 
EN 61000-4-2, EN 61000-4-3, 
EN 61000-4-4, EN 61000-4-5, 
EN 61000-4-6, EN 61000-4-8, EN 
61000-4-11

• Safety  : EN 62368-1
• Environment  : EN 60068-2-1, EN 60068-2-2,
   EN 60068-2-48
• Protection : IP20


